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DAT HOA

GIOI THIEU
CONG TY

Coéng ty TNHH nhya Dat Hoa dugc thanh [dp ndm 1978, ltic dau 13 mot co s& san xudt. Sau nhiéu ndm dinh hudng phét trién va

tang quy mé san xudt, Pat Hoa da tré thanh mot nha cung cdp co uy tin cda nganh nhua Vit Nam, Hién nay, cong ty Nhya Dat Hoa
¢6 hai nha may san xust phuc vy thi trudng toan quéc:

B Van phong va xudng tai TP H6 Chi Minh vai dién tich 20.000 m2 hoat déng vao nam 1993,

B Van phong va xudng tai Tinh Binh Dudng vdi dién tich 60.000 m2 hoat déng vao nam 2009.

m  Binh hudng xay dung nha may thif ba vai téng von dau tu [én dén 600 ty déng, du kién di vao hoat déng vao nam 2020.

CONG TY CHUYEN MON HOA SAN XUAT DA DANG CAC LOAI SAN PHAM SAU:

e  Ong va phu kién uPVC

e Ongdeéo PVC, 6ng ludi PVC

e Ong va phu kién HDPE diing cho cép va thoat nudc

e  Ong céng chiu luc HDPE

e  Ong PPR diing dé din nudc néng va lanh

e (U ban nhua PVC

e  Mang nha kinh PE, mang 6t PE

e  Ong tai nudc PVC/ PE

e  Ong tudi phun suong PE

e Ong tusi nhé giot PE

»  Ongludn day dién

NHUNG THANH QUA VE HE THONG QUAN LY CHAT LUONG MA NHUA PAT HOA DAT BPUOC:
B Nam 1999, dat gidy chiing nhan ISO 9002:1996 do Vietnam Services Quacert cdp ngay 30/06/2000 va QMS ngay 10/07/2000.
B DAT CHUNG NHAN HE THONG QUAN LY CHAT LUGNG DO BUREAU VERITAS CERTIFICATION VIETNAM CAP:

e  Thang 02/2007: 1SO 9001:2000

e Thang 04/2010: ISO 9001:2008

e Théng 03/2018: ISO9001:2015
B DAT CAC CHUNG NHAN DO TRUNG TAM KY THUAT TIEU CHUAN DO LUONG CHAT LUONG 3 CAP VAO THANG 05/2017:

° C)ng Polyetylen (PE) Phu hop vaéi tiéu chudn TCVN 7305-2:2008 (1SO 4427-2:2007)

e Ong Polyetylen (PE) Ph hop véi quy chudn k§ thuat qudc gia QCVN 16:2019/BXD

Cong ty da lién tuc nhiéu ndm lién dat ching nhan "Hang Viét Nam chét lugng cao”do ngudi tiéu ding binh chon, nhiéu nam
lién dugc Bo xay dung Viét Nam tang cdp vang. Nam 2013, Nhya Bat Hoa dat giai thudng “TOP 100 DOANH NGHIEP TIEU BIEU
XUAT SAC” va “TOP 100 THUONG HIEU, DICH VU, SAN PHAM HOI NHAP QUOC TE” duoc t8 chic trao giai tai Lao. Hién nay, chat
lugng san ph&m éng nhua Bat Hoa ludn dugc danh gid cao va thuong hiéu Pat Hoa duoc su Gng hé clia khdch hang trong va
ngoai nudc. BE duy tri niém tin clia khach hang va nang cao vi trf cia minh trén thi trudng, céng ty ludn khéng ngiing dau tu cac
day chuyén may moc véi thiét b cong nghé tién tién dé dam bao chat lugng san pham, va ting cuding lién két lién doanh vdi cac
6 chuc kinh t& d8 ma réng thi trudng tiéu thu.

Pat ching chi cong nhan phong thir nghiém ISO/IEC 17025:2017 cép bdi:
LIEN HIEP CAC HOI KHOA HOC VA KY THUAT VIET NAM
VAN PHONG CONG NHAN NANG LUC PANH GIA SU PHU HOP VE TIEU CHUAN CHAT LUONG AOSC CONG NHAN
LINH VUC CONG NHAN :THU NGHIEM CO
e MASO: VLAT-1.0389
04 I

m Ong va phu kién HDPE do cong ty san xudt ludn dat va vuot tiéu chudn cla cic dic tinh co ly héa:
o Do bén kéo dut
e Do bén nén ngang
e D0 bén vdi cac dung moi
e Nhiét dd hda mém Vicat
e D6 hap thu nudc
e Ap suét thuy luu
e Ap suét phand

m Ongva phu kién nhua HDPE Bat Hda dudc san xudt va thir nghiém phti hop theo tiéu chudn:
e TCVN 7305-1:5:2008 (I1SO 4427-1:5:2007)
e QCVN 16:2009/BXD
e TCVN 7434-1:2004 (ISO 6259-1:1997)
e TCVN 6149-1:2017 (ISO 1167-1:2006)
e ASTM D1599-18




DAT HOA

m HDPE pipes and accessories are manufactured to meet and exceed the characteristics of
chemical, physical, and mechanical
INTRODUCTION e Tensile strength
e Compressive ultimate
e Durability in solvent
e Vicat softening temperature

Dat Hoa Plastic Company, Ltd. was established in 1978 as a small manufacturing firm. After many years of orienting and Water absorbent level

expanding, it has become a well-known supplier in the plastic industry. Currently, the company has two manufacturing plants: e Hydrostatic pressure

e Detonation pressure
m  Office and manufacturing plant of 20.000 m2 located in Ho Chi Minh City started operation in 1993. m Dat Hoa plastic pipes and accessories are manufactured and tested in compliance with these standards:
m Office and manufacturing plant of 60.000 m2 located in Binh Duong Province started operation in 2009. e TCVN 7305-1:5:2008 (ISO 4427-1:5:2007)

® The third plantis projected to start operation in 2020 with a total of 600 billion Vietnam Dong of invested capital.

QCVN 16:2009/BXD
TCVN 7434-1:2004 (ISO 6259-1:1997)
TCVN 6149-1:2017 (ISO 1167-1:2006)
ASTM D1599-18

THE COMPANY SPECIALIZES IN MANUFACTURING A VARIETY OF PRODUCTS:

e  UPVC pipes and fittings

e PVCflexible hoses, PVC netted hoses

e  HDPE pipes and fittings used for water supply and discharge

o  HDPE pipes for sewage system

e  PPR pipes for hot and cold water supply

o  PVCsheet pile

e  Greenhouse film, PE lining film

e  PVCand PEflat hoses

e PE sprinkler irrigation pipe

e [Dripirrigation pipe

e  PEcable conduit

FOLLOWING IS THE COMPANY’S ACHIEVEMENTS FOR COMPLYING WITH THE QUALITY MANAGEMENT SYSTEM
STANDARD:
B [n 1999, IS0 9002:1996 certificate was issued by Vietnam Services Quacert in 30/06/2000 and QMS in 10/07/2000.
m Certificates issued by the Bureau Veritas Certification Vietnam:

o fFebruary 2007: SO 9001:2000

e  April 2010 1SO 9001:2008

e March 2018; ISO 9001:2015
m Certificates issued by the QUATEST 3 in May, 2017:

e  Polyethylene (PE) pipes and fittings in compliance with the standard of TCVN 7305-2:2008 (1SO 4427-2:2007)

and QCVN 16:2017/BXD

For many consecutive years, Dat Hoa Plastic Company is honored to be voted “Vietnam High Quality Products” by consumers
and is awarded gold medals by the Ministry of Construction. In 2003, the company won the title of “TOP 100 OUTSTANDING
BUSINESSES"and “TOP 100 BRANDS, SERVICES, PRODUCTS INTERNATIONAL INTEGRATION"at the ceremony in Laos. Notonly is the
company well-known for its high-quality products nationally, but also internationally. Our promise is to continuously improve
product quality and expand our target market through investing in new technology and machinery, and cooperation with
economic organizations.

Obtained ISO/IEC 17025:2017 laboratory accreditation certificate issued by:
VIETNAM UNION OF SCIENCE AND TECHNOLOGY ASSOCIATIONS ACCREDITATION
ACCREDITATION OFFICE FOR CONFORMITY ASSESSMENT OF QUALITY STANDARDS AOSC
ACCREDITATION FIELD: MECHANICAL TESTING

e CODE: VLAT-1.0389
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ONG HDPE (SOC XANH)

DUNG CHO HE THONG CAP NUGC

Pham vi sn.’rdl_mg:
- Heéthéng c3

& nhimng dia hinh phic tap va hiém trd)

reas (especially in

er supply system for resi

: gular surf; and rough terrain)
1g Dao boc day dién va cap dién ngam buu chinh vién thong - Protectionsystem for cables m“fl underground post telecommunication cab

es

Pac tinh ki thuat:

- DPugc san xuat tU hgp chat nhua Polyethylene ty trong cao (HDPE) - Manufactured from unplasticized polyvinyl chloride polymer compound
High ir |p¢.{td d breakage resist

hoa hoc (axit, kiém, dung maoi yéu) trong nudc thai - Highr ce to chemical solutions (& alkaline, weak solvents) in wastey
- Khoéng bi an mon, phan rg, vamai mon - Resistance to corrosion, decaying and abrasion

- Chiu nhiét t6t, ¢ thé str dung trong moi trudng ¢ nhiét doé tir-40 C dén 60C - Thermal resistance, Ei-:'_')-""nl't".‘-]ti-"]’ﬁ possible betw

- Chiu dugc luc va dap tot va rance

- (Chiu dugc cac loai dung dic

40 to 60 degree Celsius

- C6d6bédnc }‘.ﬁnjl"li;] ran nut do U ng suat moi H’i__l'fj_‘.'l"‘.n’__'i f:‘,iu!'.." hé;ﬁﬂ ché& s i..1:"'li§'| Illfl clla vét nu Environment stress crack resistance prevents inchir 19 grow sth of cracks

+ g - Ry et 4:",_.L
- Khdng bi ri set Just-free
- Elastic suitable for underground pipes through adjustment to earth movement (landslide,

- Perfectly smooth internal surface creates excellent flow

i Y 2 i . 2 i"{' akpo ‘r_*.'!-"'
- PO ubn ( déo cao cho PN ép JI']" al cnuyen theo su di cni lyen - I_{Lluk_, =1C)

(do dat truot, dor dau ndi

Ma khdng bi gay va va cac

- Long service life under severe conditions

- Customizable length r:)"' pipes to minimize w g and construction cost

Loi ich ctia viéc sif dung:

- Light in weic saving in transport ana time J;j ving in installation
= T rheay F3o frono e ,‘. Vi A 5 i i . R e oS e
[udi tho cao trong moi truong khac nghiét - afe and easy installationin faces, such as sea, river passages, low temperature terrain

- Chiéu dai 6ng c6 thé diéu -;h|r'- h nham giam chi phi maéi ndi,

oints create "'n.JII—'.'|Q"1" and lea |<—’-"Jr.f‘--"\l i--:.‘.='|"'|'|'C

eous weldec

Jia thanh thi c

nhan céng

g be used in food and pharmaceutical industry
1g nhe giup tiét kiém chi phi van chuyén va rat

thdi gian lap dat

;-'?:F: dat "i’u‘:'*.r thuc

"‘.|("‘-r': an toan va dé dang trén moi dia hinh, ké ca dia hinh phuc tap nhu bién

moi Ndi dugc |<el_ néi bang phuong phap hién dai ddm bao tinh kin nudc tot

hua khéng doc hai, pht hop dé sir dung trong nganh
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B THONG SO KY THUAT ONG NHUA HDPE (SOC XANH) DUNG CHO CAP NUGC
TABLE OF TECHNICAL PARAMETERS HDPE PIPES (BLUE LINE) USED FOR WATER SUPPLY

Tiéu chudn TCVN 7305-2:2008 (I1SO 4427-2:2007) / Standard TCVN 7305-2:2008 (ISO 4427-2:2007)

Quy chuin QCVN 16:2017/BXD / Standard QCVN 16:2017/BXD

Kich thude 24908 kinh H6 diyanh ny, = Chigu dai Chiéu dai
sanBagioe Siouspie (mm) Sog, L. | cuon, 1,
omaan 2 diameéter Pipe length Roll length
RH/0D i) PN10 PN125 PN16 PN20 (M) (m)
20 20 - - 1.4 1.6 2.0 2.3 - 100
25 25 - 1.4 1.6 2.0 2.3 3.0 - 100
32 32 1.4 1.6 2.0 2.4 3.0 3.6 - 100
40 40 1.6 2.0 2.4 3.0 3.7 4.5 - 100
50 50 2.0 2.4 3.0 3.7 4.6 5.6 - 50
63 63 2.5 3.0 3.8 4.7 5.8 7.1 - 50
75 75 2.9 3.6 4.5 5.6 6.8 8.4 6 50
90 90 3.5 43 5.4 6.7 8.2 10.1 6 50
110 110 4.2 5.3 6.6 8.1 10.0 - 6 :
125 125 4.8 6.0 7.4 9.2 11.4 - 6 :
140 140 5.4 6.7 8.3 10.3 217 - 6 :
160 160 6.2 7.7 9.5 11.8 | 14.6 - 6 :
180 180 6.9 8.6 10.7 | 133 | 164 - 6 :
200 200 7.7 9.6 1.9 | 147 | 182 - 6 :
225 225 8.6 108 | 134 | 166 | 205 - 6 :
250 250 9.6 119 | 148 | 184 | 227 - 6 :
280 280 10.7 134 | 166 | 206 | 254 - 6 :
315 315 12.1 150 | 187 | 232 | 286 - 6 :
355 355 13.6 169 | 211 | 261 | 322 - 6 :
400 400 15.3 190 | 237 | 294 | 363 : 6 .
450 450 17.2 215 | 267 | 331 | 409 - 6 -
500 500 19.1 239 | 297 | 368 | 454 - 6 -
630 630 24.1 300 | 374 | 463 | 572 - 6 :
710 710 27.2 339 | 421 | 522 | 645 - 6 :
800 800 30.6 381 | 474 | s88 | 726 - 6 :
900 900 34.4 429 | 533 | 622 | 817 - 6 :
1000 1000 38.2 47.7 | 593 : : - 6 :
1200 1200 45.9 572 | 67.9 : : - 6 :
Luu y: Note:

e Uing sut thiét ké ss=8Mpa (PE 100).
o PN: Ap sudt danh nghia, ap sudt lam viéc & 20°C (Bon vi: bar). @ PN: Nominal pressure, working pressure at 20 °C  (Unit: bar).

® Chiéu dai 6ng c6 thé san xudt theo yéu cdu clia khach hang. ® Length be can produce by customer request.

e Design stress: 8s=8Mpa (PE 100).

o Ong tlr P450 trds 1&n trudc khi ddt hang, vui long lién hé véi @ Pipes from P450 and more before ordering, please contact

cbng ty ching toi dé tu van thém,

iOI

our company for further advice.

Phu kién han nhiét
Temperature welding fittings

= KHOI THUY REN TRONG HDPE / CLAMP SADDLE HDPE

: DN
100

200

114

98

150

260

115

130

200

304

115

155

= CACPHUKIEN /FITTINGS

o

Phu kién nhéap tir italy
Fittings imported from Italy

Phu kién nhap tir Malaysia
Fittings imported from Malaysia

IH



ONG GAN HDPE 2 LOP
DUNG CHO THOAT NUGC

Pham vi sif dung: [ iad
- Hé théng thoét nudc khu dan cu do thi

S i" hong thodt nudc va ><'L°r ly nudc thai cdng nghiép

- Héthong céng doc, cOng vuat trén cac truc 16 giao thong
- Héthon g tudi tiéu cong nghiép va thoat nudc san gon

- Hé théng bao boc bao vé day dién va cap dién ngam
buu chinh vién thong

Hé thdng cap va thodt nudc phuc vu nudi tréng hai san

1.(

1. Déc tinh va ciu tao:

Ong cén 9 nhua HDPE duogc san xudt theo cong nghé Han Quéc va Tay Buc, cong nghé hit chan
khéng cé nhiéu vu diém thuan lgi vé: bén, tinh kinh té cao, khéng bi an mon.
- Pugc st dung bang nhua HDPE ty trong cao, phia trong éng réng, tron phang, it ma ché dé dong
chay tot, gitia bé day thanh 6ng c6 cdu tao |6 rdng do ép dlin nén chiu dugc ngoai ép va cudng do va dap

cao. Mat khac dac tinh clia nhua HDPE c6 kha nang thich vwor nal dat mém va dat cat

D6 khang hoéa chat tét, khéng ri sét, phan hiy cé tudi tho cao trén 50 ndm rat phi hop véi méi trudng

axit, kiém, nudc thai, nudc hitu co (cho nha mdy x( Iy rdc), nudc man... pht hgp véi mién Duyén Hai.

Chu y: Khi thi cbng, chon Idp phai cé bién phdp git 6ng, trénh 6ng noi lén .ﬂ.sjy léch gay hd maéi noi.

2. Giam chi ph| thi cong
Ong HDPE c6 l.n-u, luong nhe, van chuyén dé ’oar'!g nén rut ngan thdi gian thi cong, lap dat.
Lép dét vai moi dia hinh do ¢6 ;-hu kién két néi don gian, thao tadc nhanh gon.
Chiéu dai 6ng ¢6 thé diéu chinh nham gidm cac mdi ndi, gidm duac luong bi va, gidm chi phi nhan
cong... tU do giam gia thanh thi cong.

3. Do kin nudc
Cac moi noi dugc két ndi bang phuong phéap hién dai, ndi bang mang song va ron cao su. Tly vao
1

tiing muc dich s& dung va tuy vao dia hinh thi céng ma cé cac phuong phap ghép néi khac nhau.
BDam bao tinh kin nudc rat tét, khéng bi ro ri va tham thau ra bén ngoai.

4. Xép dd, van chuyén, bdo quéan
3 O’Wf, c6 thé ludn vao nhau, dé van chuyén, 6ng cé chiéu dai thich hop véi phuong tién van chuyén.
- Xép 6ng ngay ngan, bao quan éng dudi mai che trong mdi trudng nhiét r..ium 350C

- Sewage system for residential areas

=Transport and treatment system of wastewater in the industry

- Highway filter drainage system

- Irrigation system, golf course land drainage system

- Protection system for cables and underground post telecommunication cables
= Supply and drain \age system for aquaculture




1. Characteristics and structures of Pipes:

HDPE Drain pipe is product being made by the company according to the Korean technology, and
Germany vacuum technology having the strong point favorable about : Durable-Elastic-Saving Without
Corrosinon.

HDPE pipes are used by HDPE materials with high density wide smooth and plane inside, good condi-
tion for water stream. Between the thickness of the pipe, there is a structure of empty hole due to pressing
and pushing. Se they can stand extand external pressure and highly touching intensity and they permit the
continued flow. They are suitable for solt land and sand.

HDPE pipes are good for chemical resistance, not rusty, not disintergrated. They have long longevity
over 50 years suitable for using in environment such as : Acid, Alkali, Discharge water, Orgranic Water ( for
factory treating garbage), salted water...to be suitable for the sea coast region.

2. ltisreduce the expanse executing work, less costly about expenses for repairing and main-
taining the pipelines.

It is due to the pipes having the light weight thus the transpost, the execution of the works and repara-
tion are very easy. Since then it is shortened the time executing works, saved the installation time. It is
installed together with all topogarphiies due to the simple fittings with the tidy-rapid manipulation. Thereto,
there is the correction of the pipe length in othe redue the joined point as well reduce of the broken quanti-
ty and labors... Therefor, it is reduce the cost price of executing works

3. Tight water level

The joined points are joined by the modern method, connecting with sleeves & rubber join, having
many options for every available purpose and depending on the togography executing workd to select
conjoined methold to secure well the tight water character, leak less and water proof.
Joint are connecting by rubber joint. Thus, it will absolutely ensure the water tightness.

4. Loading, unloading, transportation and maintaiment
Pipes can pass through with each othe to be easily transported pipes having suitable length with
the transport means
Pipes should be arranged tidily, maintained under covered roof in temperature environment less
than 35°C

= BANG THONG SO KY THUAT ONG GAN HDPE 2 LOP - DUNG CHO THOAT NU'GC
TABLE OF TECHNICAL PARAMETER FOR HDPE DOUBLE-WALL CORRUGATED
PIPE - USED IN SEWAGE SYSTEM

. - j Luu y:
Kichthuge  PUONIKiInh gy g PO Tl - Ong gan 2 10p HDPE duoc san xuat
danh nghia ,'m-,-l-;: thanh éng w‘ﬂ;?'m 8ng theo tiéu chudn Chau Au prEN
Nominalsize .0 C Wo ol Pipe length 13476-3:2006 (E)
DN/OD OMEAED Sieicss () s L .
- {mm) (kN - « B0 clng vong thi nghiém theo tiéu
chuén 15O 9969:2007
150 152 100 4 69 - Chiéu dai 6ng co thé san xudt theo
200 200 140 4 69 yéu cau clia khach hang.
250 255 180 4 69 Note:
300 300 210 4 69 - Produced in accordance with prEN
o i = - = 13476-3:2006 (E)
' 25 : i - Stiffness of pipes are tested in
500 505 370 4 6+9 accordance with 150 9569:2007
= - Length he can produce by customer
600 610 430 4 6+9
request.

= PHU KIEN ONG 2 LGP / FITTING FOR DOUBLE - WALL CORRUGRATED PIPES

LOI 45° / 45°ELBOW CHUY / REDUCING WYETEE MANG SONG NGOAI
JOINT SOCKET

T 20 B

LO122°/ 22°ELBOW GIOANG CAO SU / RUBBER SEAL

) e




PO KiN NUGC

Céc 8ng duac k&t ndi véi nhau bang dau nong két hap véi Gioang
cao su day la phuong phap néi don gian va téi tu nhat dam bao hé
thdng dutng 6ng dan nudc hoat déng 6n dinh va tra nén hoan thién hon.

Bdm bao tinh kin nudc rat t6t, khong bi ro rf nude va tham thau ra
bén ngoai.

Ong gan HDPE 2 16p hay con goi la ang cong dugc san xuat theo céng nghé Tay Purc cé nhiéu uu diém
vé: d6 bén cao, khong bi &n mon, tinh kinh t€ cao, duge sit dung réng rai va pho bién trong xay dung du \\
an ciing nhu cac coéng trinh dan dung: nha &, khu chung cu, khu céng nghiép...

Noi 6ng HDPE 2 Iép duoc don gian va dé dang hon qua viéc ong dwoc tich hgp thém dau nong, day la
phan quan trong dung dé noi cac ong lai voi nhau, la phuong phap néi don gian va toi uu nhat gidp hé
théng duong ong dan nudc hoat déng on dinh, khong bi ro ri nudc.

PAC PIEM SU DUNG

Sau thi cong diém két néi gitta ng va dau ndi chac chan, kha nang
van hanh t6t, khong ro ri nude, bao tri dé dang.

N6i 6ng nhua HDPE 2 |6p bang dau nong khac phuc duoc rat nhiéu
nhugc diém cda cac phuong phap ndi truyén théng khac.

TiNH NANG NOI BAT: Kha nang chiu luc cao, dan hoi tét, chiu duoc ngoai dp va va dap to \

PAC PIEM THI CONG: Mat trong tron, phang, dé 1ap dat, dé dang két ndi vdi 8ng
giup tiét kiem chi phi va thai gian thi cong.

KHA NANG THICH NGHI Phu hap véi moi dia hinh, khéng chiu anh hudng béi thoi tiét. ONG GAN 2 LOP cO DAU NONG GIOANG CAO SU ONG GAN 2 LOP
MOI TRUGNG CAO: Chiu duge méi trudng axit, mudi, kiem, hoa chat... than thién o

méi trudng. 7 Kiehhuso danngtta | T
mm mm mm
2 . ) . 150 171 | 15
TUOI THO CAO: Tudi tho trén 50 nam. = -+ 200 228 | 1a
250 286 | 22
300 337 | 23
400 458 | 31
vy 500 575 | a9
T el 600 692 | 43
- L —
Than ong Pau néi Gioang cao su \ Kieh thude | Duong kinh trong | Chiéu dai ddu nong | Chiéu cai hiu dung | Chiéu cac gan | B9 oling vang Criéu dai éng
at . p - . i s . _— - E N P - canh nghia Ay danh ngni; 5 qa
Ong HDPE 2 Iép co cdu tao bén  Dau ndi hay con goi la dau nong la mot vat liéu quan trong trong viéc ON di is ﬁl;n""”g e, i vadst neng
ngoai la cac vong gan chiu luc, dugc  duoc 1dm tu hat nhua HDPE cao  két néi gita 6ng va dau nong. = o = o S KN/m? =
khudn dinh hinh dun ra lién tuc. Ong cép, duoc ép phun chac chan véi  Giodng cao suU co tac dung lam kin, 150 152 114 99 10 4 E115
co 1 thanh vach bén trong tron, dau 6ng tao thanh 1 thé théng nhat  khit khdp ndi giup diém ndi khéng bi 200 200 118 104 14 4 6120
phang tang toc d6 dong chay, bé  vabén ving. ro ri nude. 250 255 133 118 18 1 8135
mat trong duog trang 1 16p chat liéu 300 500 153 138 21 4 B155
mau xanh gidp qua trinh kiém tra 400 405 176 159 2 4 8180
thém dé dang, dé dang quan sét bén | 4 = - i 4 =
3 g,’. . ghq Y 600 610 278 258 43 4 g285
trong dudng 6ng khi can thiét..

-Ong gadn HDPE 2 Idp duge san xuat theo tidu chudn quéc 1€
ISO 21138-3:2007(E). P cimg vong thi nghiém theo tiéu chudn
IS0 9969:2007.

- Dau nong 6ng dugc thir nghiém theo tiéu chuan BS EN 1277:2003

Chiéu dai cia 6ng c6 thé san xuat theo yéu cau clia khach hang.




The pipes are connected by sockets combined with rubber gaskets,
this is the simplest and most optimal connection method to ensure
that the water pipeline system works stably and becomes more
complete,

- Ensure very good watertightness, no water leakage and penetration
Double-layer HDPE ribbed pipe, also known as sewer pipe produced by West German technology, has to the outside.
many advantages in terms of: high durability, non-corrosion, high economy, widely used and popular in _ \\
construction. projects as well as civil works: houses, apartment buildings, industrial parks...

Connecting 2-layer HDPE pipes is simpler and easier because the pipe is integrated with a socket, this
is an important part used to connect pipes together, is the simplest and most optimal connection
method to help the pipeline system. Water pipes work stably, no water leakage.

CHARACTERISTICS OF USING

- After construction, the connection point between the pipe and the
connector is firm, good operability, no water leakage, easy maintenance.

CHARACTERISTICS

A

- Connecting 02-layer HDPE pipes with sockets overcomes many
disadvantages of other traditional joining methaods.

OUTSTANDING FEATURES:  High bearing capacity, good elasticity, good resistance to extemal\\

pressure and impact. \\

The inside is smooth, flat, easy to install, easy to connect
with pipes to save construction costs and time.

CONSTRUCTION
CHARACTERISTICS:

2-LAYER RIBBED TUBE WITH SOCKET 2-LAYER RIBBED RUBBER GASKET

HIGH ENVIRONMENTAL Suitable for all terrains, not affected by weather. Withstand

ADAPTABILITY: acid, salt, alkaline, chemical... environment friendly environ- R
ment. DN D L
mm mm mm
. . 150 171 | 15
LONG LIFE: Life expectancy is more than 50 years 200 228 | 19
/ 250 286 | 22
300 337 | 23
400 458 | 31
500 575 39
600 692 43

Rubber gasket \

pipe bOdy Connector Nominal size Inner Diameter Plug length Useful length of socket Rib height Nominal ring | Pipe and socket
2-layer HDPE pipe has an external The connector, also known as the s an important material in the con- DN diy i g es smg,:” ]enfm
structure of bearing ribs, which is  socket, is made from high-quality nection between the pipe and the — — mm mm mm KN/m? mm
shaped continuously by the mald. HDPE plastic, which is firmly injec- socket. Rubber gaskets have the 150 152 114 99 10 4 B115
The pipe has a smooth, flat inner  tion molded with the pipe end form-  effect of sealing and sealing joints to 200 200 118 104 14 4 6120
wall to help increase the flow rate,  ing a unified and durable body. prevent water leakage at the joints. 250 255 133 e 18 il €135
the inner surface is coated with a 300 300 153 139 21 4 8153
layer of blue material to make the in- 400 sl 178 £ad 7 4 G100
; ; w 500 505 238 218 37 4 6240
spection process easier, and it is 500 510 278 259 43 4 £285
easy to see the inside of the pipe
when needed.

- Double layer HDPE ribbed pipe is manufactured according to International
standard ISO 21138-3:2007 (E). Ring hardness tested according to

1S0 9969:2007.

- The socket is tested according to BS EN 1277:2003

- The length of the pipe can be produced according to customer requirements
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= BANG THONG SO KY THUAT ONG HDPE 1 VACH
DUNG CHO THOAT NUGC MUA DAN DUNG

50 74 6
200 228 20 5+6
300 338 1.5
400 456 | 3.5 | 28 | 1.2 ]

500 564 4.0 32 1.75 5+6
500 664 4.5 32 09 546

Mat cat 6ng 1 vach / Axial section of HDPE single-wall pipe

San xudt theo tiéu chuan co s&TCCS 09-2018/DH. Chiéu dai 6ng ttr 2m dén 6m.
Manufactured according to standard TCCS 09-2018/PH. Length of pipes varies from 2 meters to 6 meters.

= BANG YEU CAU

[

KY THUAT ONG 2 VACH

Mat cat 6ng 2 véach
Axial section of HDPE twin-wall

450 450 500 25 3.5 494 22 2.2 488 19 09 5+9
500 500 558 28 30 553 265 20 544 22 0.8 5+9
600 600 662 31 26 658 29 1.75 650 25 0.8 5+9
700 700 778 39 26 768 34 1.7 762 31 0.8 5+9
800 800 888 44 26 878 39 1.5 868 34 08 5+9
900 900 100 50 24 988 44 1.5 978 39 0.8

1000 1000 1120 60 24 1100 50 1.4 1088 44 08

1200 1200 1340 70 22 1320 60 1.4 1300 50 0.8

1350 1350 1510 80 20 1470 60 1.2

1500 1500 1660 80 14 1620 60 1.0

1650 1650 1840 95 14 1820 85 1.0

1800 1800 105 1.2 1690 95 10

2000 2000 115 1.2 2210 105 1.0 5 = -

Chiéu dai ctia 8ng c6 thé sdn xudt theo yéu ciu clia khach hang, ti 2 d&n 10 mét. Pudng kinh t8i da 1a 2000mm.
Length of pipe is customizable based on customer’s request, from 2 to 10 meters. Maximum inside diameter is 2000mm.
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sHE THONG PHU KIEN ONG 2 VACH / SY R
MOI NOI MAT BICH CO 4 DOAN 90°
. . PIPES
JﬁF::a‘."d' r\r \
LOI 45° / 45°ELBOW HO GA / SOAKAGE
CO 2 POAN 90°/ 2 SECTION 90° ELBOW CHU T/

[ | 1

Ong gan HDPE 1 I6p x& ranh / i’erforated HDPE single-wall corrugated pipes
1 100 99.0 85.0 7.0810 15 03 SN208 | 0.55%005 30-50
i 5 B 2 150 156.0 140.0 8.0¢10 15 06 SN=03 | 1.20%005 25-30
CHUT GIAM / REDUCIN ‘ Ong gan HDPE 1 I6p / HDPE single-wall corrugated pipes
1 100 99.0 85.0 F.0%1:0 SN=08 | 0.55%0.05 30-50
2 150 156.0 140.0 8.0¢10 SNz03 | 1.20%005 25-30
Ong gan HDPE 2 I&p x& ranh / Perforated HDPE double-wall corrugated pipes
1 100 99.4 84.3 7.5%0 15 03 SN208 | 0.70%005 4-10
2 150 159.0 140.7 91#10 15 06 SN204 | 1.25%005 4-10
Ong gan HDPE 2 |&p / HDPE double-wall corrugated pipes
\ ) ) _ 1 100 99.4 84.3 7.6410 SN=08 | 0.70%0.05 6-10
Ghi cht : thy theo yéu cau cy the, phu kién co thé thay doi tly theo cong trinh 1ap dat 2 150 155.0 140.7 9.0:10 SN204 | 1.25%008 P

Note : depend on the demand, the spare part may be changed




& 5{
MANG SONG / SOCKET
- |
1

BIT/ENDCAP

DN D E L L1
(mm) (mm) (mm) (mm) (mm)
100 143.0 2.2 286.0 87.0
DN D E L L1
(mm) (mm) (mm) (mm) (mm)
100 1135 22 177.0 87.0
150 174.0 22 256.0 126.0
300 354.0 3.1 323.0 158.0
DN
D (mm) LT (mm) E (mm)
(mm)
100 114 87 2.2
DN
L (mm) L1 (mm) E (mm)
(mm)
100 332 87 2.2

THIET Bl KIEM TRA CHAT LUONG ONG / QUALITY CONTROL MACHINES

San xudt va thi nghiém theo tiéu chuan.

BS 3505: 1986 Phuong phép thir dé bén vat liéu nhua trong cdc maéi trudng hoa chat

150-4433-1, ISO-4433-2 : 1997 Cjng nhya déo néng, chiu dugc hoa chat léng.

ASTM 2412 : Phuong phap thi nghiém dinh ra qui cach tai ngoai cla éng bang 2 phién song song.
IS0 6259-1,2,3; Ong nhua nhiét déo - Phudng phép xac dinh d6 bén vat liéu

TCVN 11821-2:2017, 11821-3:2017  Ong nhua gin xo&n HDPE

Man tandards

tured and tested compl

v i1%1] L¥ aw |

BS 3505: 1986 Tested method of the durable level for the plastic material in the chemical environment.
ISO-4433-1, 150-4433-2 : 1997 Hot flexible pipe-to be supported liquid chemical substances.

ASTM 2412 Tested method pointed out the dimensions loading outside of the pipes by two parallel slabs
ISO 6259-1,23: Flexible themal pipe-Defined method for the durable level of the materials

[CYN11821-2:2017,11821-3:2017  Corrugated pipe HDPE

May thir dé cing vang May thir do kéo dan nguyén ligu May thir d6 va dag May phay CNC
Cycle hardness testing-machine Stretch material testing-machine mpact elasticity testing-machine Milling machine - CNC
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DU AN/ PROJECT

KCN VSIP 1,2,3 - Binh Dutong. |
VSIP 1, 2, 3 industrial park - Binh Duong l

Khu dé thi Dai Quang Minh Sala -
Dai Quang Minh Sala - Ho Chi Minh




