TONG CUC TIEU CHUAN PO LUONG CHAT LUONG
DIRECTORATE FOR STANDARDS, METROLOGY AND QUALITY

DUATEST 3® TRUNG TAM KY THUAT TIEU CHUAN PO LUONG CHAT LUQNG 3
QUALITY ASSURANCE AND TESTING CENTER 3

GIAY CHU’NG NHAN
CERTIFICATE

S6 /1 N, : 0717
(PH01-CNL-2023)

Chirng nhan san pham/ This is to certify that: Ong Poly(vinyl clorua) khéng hoa
déo (PVC-U)! Unplasticized poly (vinyl chloride) pipe (PVC-U)

Nhan hiéu/ Brand name: DAT HO‘A®

Pwong kinh danh nghia/ Nominal diameter. 21 mm + 500 mm

Puoc san xuit boi/ Produced by: CONG TY TNHH NHWA DAT HOA/

DATHOA PLASTIC COMPANY LIMITED

Pia chi/ Address: )
L6 C-1-CN, Budng NA4, KCN My Phuée 2, phudng My Phudc, Thixa Bén Cat, Tinh Binh Duwong/

Lot C-1-CN, NA4 Str, My Phuoc 2 Industrial Zone, My Phuoc Ward, Ben Cat City, Binh Duong Province

Phu hop véi tiéu chudn/ Conforms to the standard:
TCVN 8491-2:2011 (ISO 1452-2:2009, c6 sira d6i)

Hé théng ng bing chét déo duing cho hé théng cép nudc, thoat nuéc va cbng ranh dugc dat
ngam va noi trén mat dat trong diéu kién c6 ap suat- Poly(vinyl clorua) khong hoa déo (PVC-U)
- Phan 2: Ong/ Plastics piping systems for water supply and for buried and above-ground drainage
and sewerage under pressure - Unplasticized poly(vinyl chioride) (PVC-U) - Part 2. Pipes

) Tai cac chi tiéu néu tai Phu luc dinh kém theo gidy chiing nhar
At technical characteristics detailed at Annex attached this certificate

Phwong thirc chirng nhan/ Certification scheme: Phwong thirc 5 | Scheme &

(Thong tw sb 28/2012/TT-BKHCN ngay 12/12/2012 va Théng tw s6 02/2017/TT-BKHCN
ngay 31/03/2017 ctia Bd Khoa hoc va Céng nghé)

(Circular No. 28/2012/TT-BKHCN dated December 12" 2012 and Circular No. 02/2017/TT-BKHCN
dated March 315 2017 of Ministry of Science and Technology)
VA PUQC PHEP SUP DUNG DAU CHIYNG NHAN PHU HQP CUA QUATEST 3
and approved to bear QUATEST 3 Product Certification mark

o

QUATEST3

TCVN 8491-2:2011
(ISO 1452-2:2009)(*)

Ngay cap chirng nhan/ Date of issuance: 01/4/2023

Trung tdm Ky thudt Tiéu chuén Bo luding Chét lveng 3 49 Pasteur, Quéan 1, Tp.HS Chi Minh Tel: (84-28) 3829 4274 Fax: (84-28) 3829 3012



Phu luc / Annex

ANH MUC CAC CHI TIEU K¥ THUAT CUA SAN PHAM

{UAPOLY (VYNYL CLORUA) KHONG HOA DEO (PVC-U)
HU HOP TIEU CHUAN TCVN 8491-2:2011 (ISO 1452-2:2009, c6 sira dbi)
p*Qtidy chimg nhan s6 07-17 (PHO1-CNL-2023), ngay 01/4/2023)
Y (VINYL CHLORIDE) PIPE (PVC-U)’S TECHNICAL CHARACTERISTICS IN
JTH THE STANDARD TCVN 8491-2:2011 (ISO 1452-2:2009, modify)

STT Chi tiéu ky thuit Phuwong phap thix Mikc yéu ciu
No. Technical characteristics Test method Technical requirements
Kich thude Bang 1 TCVN 8491-2:2011
1 TCVN 6145:2007
Dimensions Table 1 TCVN 8491-2:2011

Do day thanh va dung sai

Bang 2 va3 TCVN 8491-2:2011

2 TCVN 6145:2007
Wall thichness and tolerances Table 2 and 3 TCVN 8491-2:2011
D6 bén va dép tai nhiét d6 0°C, %
3 o TCVN 6144:2003 <10
Impact strength at 0°C, %
Po 5i kich thus iéu doc, ¢
4 s thlay <.101 kich t .uorc theo chiéu doc, % TCVN 6148:2007 <50
Longitudinal reversion, %
Do bén kéo, MPa
5 TCVN 7434-2:2004 >45
Uniaxial tensile, MPa
Do gidn dai tai thoi diém dut, %
¢ -2:200 >80
6 Uniaxial tensile strain at break, % TV SB0 =5
D6 bén dbi véi ap suat bén trong & (20 °C,
1 gio) Khéng ro ri
7 TCVN 6149-1:2007
Resistance to internal pressure at (20 °C, No failure during the test
I hour)
Nhiét d6 héa mém Vicat, °C
o g T 147-1:200 >
B Vicat softening temperature (VST), " CME Bl =80
D6 bén véi diclometan Kheing bj anamon
9 ISO 9852:2007 No attack at any part of the surface

Resistance to Dichloromethane
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of the test piece




